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套优质高效的 DCS 控制系统则是十分必要的。 





























Application of Harmonas-DEO in Circulating Fluidized Bed 
Boiler 
ABSTRACT 
China is a major coal producer and consumer. In primary energy 
consumption, coal accounts for about 76%, of which 87% is used directly 
for combustion. As the burning technology is not high, so burning 
inadequate, resulting in the burning of coal every year, 87% of the SO2 
and 67% NOX into the atmosphere, resulting in serious environmental 
pollution. Therefore, optimization of coal boiler combustion control, 
development of efficient, low-pollution clean-burning technology is a 
pressing problem. The Circulating Fluidized Bed Boiler (CFBB) is a high 
efficient and clean type boiler. Application in the heat, electricity 
projects widely. It is a control object whose features have distributing 
parameter, non-linear, time-variable, great coupling, and the time of 
large lag. So a set of high-quality and high-efficiency DCS control system 
is very necessary. 
 This article describes the Dragon Special Resin (Xiamen) Co., Ltd. 
3 × 220t / h circulating fluidized bed boiler, 1 x 100MW turbo generator 
DCS by Yamatake distributed control system (Harmonas-DEO). Description 
of its control by analysis of their energy saving way for future 
large-scale circulating fluidized bed boiler control system developed. 
DCS control method described in this article not only achieved the 
effect of circulating fluidized bed boiler control, but also the 
high-voltage transducer that is used in the sending, drawing fan in the 
energy saving achieved outstanding results. The control system’s design 
can be developed for future large-scale circulating fluidized bed boiler 
control system. Due to time constraints, this study did not include the 
generator, so do not detailed description the control of its function. 
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化工行业的 CFB 工艺发展而来的。 
1、 国外循环流化床锅炉发展现状 
目前国外虽然开发研制、生产 CFBB 的公司、厂商较多,但从 CFBB 设计结构
特点上主要可分为三大流派：德国鲁奇(Lurgi)公司为代表的鲁奇型 CFBB、芬兰
奥斯龙公司的百炉宝(Pyroflow)型 CFBB 和美国福斯特·惠勒(Foster Wheeler)
公司的 CFBB。 
2、 国内循环流化床锅炉发展现状 
我国早在 70 年代初就开始研究和开发流化床燃烧技术,经过近 20 年的研究
实践,已成功地开发研制出了 20t/h,35t/h,65t/h,75t/h,130t/h 和 220t/h 等容
量等级的 CFB 锅炉。目前国内已有多家锅炉制造厂引进了大型 CFB 锅炉设计制造
技术,其中哈尔滨锅炉厂已引进德国 EVT 公司 125 MW CFB 锅炉的有关技术,积极
开发循环流化床锅炉;东方锅炉厂于 1994 年初与美国福斯特·惠勒(简称 FW)公
司签订了“大型循环流化床锅炉许可证技术”转让合同。合同书规定:在 15 年合
同有效期内福斯特·惠勒公司和东方锅炉厂在 CFB 技术上新成果双方将无偿共
享。125 MW 超高压中间再热式 CFB 锅炉的成套设计是“九五”国家重点科技攻
关项目,该科技攻关项目由国家科学技术部主持,采取锅炉厂和国内科研院所合
作的方式,共同完成 420 t/h(125MW)CFB 锅炉的成套设计,总体设计方案包括 125 
MW CFB 锅炉本体、系统配备和自控系统在内。在整个锅炉技术方案的论证过程
中,主要围绕锅炉技术方案的可靠性及突破国外 CFB 的专利方面开展了大量的工
作,使得最终 125 MW CFB 技术方案突破引进技术和国外专利的限制,取得自主发
展我国 CFB 的权利和能力。目前,在更大容量方面,国内三大锅炉企业合作,共同



































































好的循环流化床锅炉燃烧效率可达 95～99％以上。  













































钙硫比为 1.5～2.0 时，脱硫率可达 85～90％。而鼓泡流化床锅炉，脱硫效率要
达到 85～90％ ，钙硫比要达到 3～4，钙的消耗量大一倍。与煤粉燃烧锅炉相比，
不需采用尾部脱硫脱硝装置，投资和运行费用都大为降低。  
1.4、 氮氧化物（NOX）排放低  
氮氧化物排放低是循环流化床锅炉另一个非常吸引人的特点。运行经验表
明，循环流化床锅炉的 NOX 排放范围为 50～150ppm 或 40～120mg/MJ。循环流化
床锅炉 NOX 排放低是由于以下两个原因：一是低温燃烧，此时空气中的氮一般不
会生成 NOX ；二是分段燃烧，抑制燃料中的氮转化为 NOX ，并使部分已生成的
NOX 得到还原。  
1.5、 燃烧强度高，炉膛截面积小  
炉膛单位截面积的热负荷高是循环流化床锅炉的另一主要优点。其截面热负
荷约为 3.5～4.5MW/m2，接近或高于煤粉炉。同样热负荷下鼓泡流化床锅炉需要
的炉膛截面积要比循环流化床锅炉大 2～3倍。  




节速率也很快，一般可达每分钟 4％。  























1.9、 燃料预处理系统简单  
循环流化床锅炉的给煤粒度一般小于 13mm，因此与煤粉锅炉相比，燃料的
制备破碎系统大为简化。  





































汽包内径                    ф1372 mm 
汽包厚度                     89 mm 
汽包筒身长                   10000 mm 
汽包全长                     11560 mm 
汽包材料                     SA516-70 
汽包正常水位                 汽包中心线以下 152 mm 
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